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1. Introduction

Thank you for choosing AC8710 CDMA2000 1X EV-DO Wireless Data Terminal (hereinafter
referred to as Data Terminal) of ZTE Corporation.

The Data Terminal equips with a standard USB interface and supports both CDMA2000 1X
EV-DO and CDMA2000 1X network. In the area where there is signal, it allows you to go surfing

on the Internet, send&receive short messages, and make &receive phone calls.

2. Precautions

»  Please don’t use the product near flammable or explosive materials because it might cause

failure or fire.

» Keep the product away from high temperature, humidity, or dust because it might cause
failure.

»  Avoid shock, cast or impact. Please keep the product well when you don’t use it.

\74

Do not unplug the antenna. Damage cause by misuse is not covered by this warranty.

» Don’t use the product near the place where is weak signal or high-precision electronic device
because the magnetic interference might cause the misoperation of electronic device or other
problems.

»  Please make sure to quit the application before pulling out the terminal, otherwise it would
damage the terminal or affect the normal operation of the system.

»  Please don’t insert or pull out the card with great force to avoid damaging the interface.

ZTE Corporation 1 http: //www. zte. com. cn
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3. Appearance

3.1 Introduction

Top View Rear View

L

Tap —

T——>USB Interface

R-UIM Card Cover «

Antenna ¢——

» Host

A\ o O

—— [ED

LED status descriptions:

Inserting . Service available or Upon an incoming
Network Registered .
LED | the data Searching for the network call
terminal EV-DO 1X EV-DO 1X EV-DO 1X
Yellow ON OFF Slow Flash OFF Quick Flash OFF Flash
Slow Quick Flash
Green ON OFF OFF Flash OFF
Flash
3.2 Insert R-UIM Card

Note: If your data terminal doesn’t need R-UIM card, please skip this section.

ZTE Corporation 2 http: //www. zte. com. cn
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1. Pull out the tap.
2. Take out the R-UIM card cover in the

direction indicated by the arrow. 3. Insert R-UIM card as below figure.

3.3 Operation Guide of Data Cable

Generally, the Data Terminal could be directly connected with USB port. You could also connect
the Data Terminal with PC by using the accompanying data cable, as shown in the following
figure. Connect Interface (D with Data Terminal, and interface @ with PC's USB port. If the
power supply from USB port is insufficient, connect both interface @ and 3 with USB port
together.

ZTE Corporation 3 http: //www. zte. com. cn
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4. Install and Uninstall

System Requirements:

The Data Terminal supports the following operating system:

>  Windows 2000

>  Windows XP

>  Windows Vista

PC minimum configurations:

CPU Pentium-1I/233MHz

USB interface | 2.0 (USB1.0 and 1.1 compatible)

Optical Drive | CD-ROM (for installation only)

Memory 64 MB

Disk Space 50 MB (used for installation of application)

ZTE Corporation

http: //www. zte. com. cn
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4.1 Windows 2000

4.1.1 Install
Note: Do not insert the Data Terminal before installation.

1. Find “Setup.exe” firstly in Data Terminal CD-ROM, double-click it to display the Welcome

picture, and then click “Next”;

]i',E! Setup - ZTE Wireless Terminal =10l xl

Welcome to the ZTE Wireless
Terminal Setup Wizard

Thiz will install ZTE ‘wirelezz Terminal on pour computer.

It iz recommended that pou cloze all ather applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

Cancel |

2. Select the location where you want the program to be installed, and then click “Next”;

1'.,21 Setup - 2TE Wireless Terminal =100 ]

Select Destination Location
“Where should ZTE Wireless Terminal be installed?

D Setup will install 2TE WwWireless Terminal inta the following folder.

To continue, click Mest. If you would like to select a different folder, click Browse.

0:'Program Files\=TE % ermina Browse... |

At least 52.0 MB of free disk space is required.

< Back I Mext = I Cancel

ZTE Corporation 5 http: //www. zte. com. cn
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3. Select Start Menu folder, and then click “Next”;

CDMA2000 1X EV-DO Wireless Data Terminal User Guide

]ioE! Setup - ZTE Wireless Terminal

Select Start Menu Folder
“where should Setup place the program's shortcuts?

Setup will create the progran's shartcuts in the following Start Menu folder.

Tao continug, click Mest. If you would like ta select a different folder, click Browse.

Browse... |

< Back I Mext » I Cancel

4. When you see the window below, please click “Install”;

]ioE! Setup - ZTE Wireless Terminal

Ready to Install

Setup iz now ready to begin installing ZTE ‘wireless Terminal on pour computer.

Click Install to continue with the installation, or click B ack if vou want to review or
change any settings.

Destination location: ;l
0:%Pragram Files\ZTE *Wirelzzs Terminal

Start Menu folder:
ZTE Wireless Terminal

H o

< Back

5. Please wait for installation.

{i5! Setup - ZTE Wireless Terminal
Installing

Pleaze wait while Setup inztalls ZTE ‘wirelezs Teminal on pour computer.

Estracting files. ..

0:%Program Files\ZTE “Wireless TerminalsskinkS kinC\Pagefive_1.bmp

I

ZTE Corporation http: //www. zte. com. cn
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6. Please insert the Data Terminal into USB interface if the system prompts you to insert the

hardware (If it has been inserted, please unplug it and insert again.)

]it.q Setup - ZTE Wireless Terminal

Installing
Pleaze wait while Setup install: ZTE Wireless Teminal on your computer,

Finishing inztallation. .

|

Pleaze inzert your device to complete the installation.

Cance] |

7+ The system shall find the new hardware and install the driver automatically. Just wait a minute;

{5 Setup - ZTE Wireless Terminal

Installing
Pleaze wait while Setup installs ZTE Wireless Teminal on your computer.

Finishing installation....

|

Installing gerial port ...

Cance] |

ZTE Corporation 7
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8. The driver is installed successfully. Pleas click “OK”;

Installing
Pleaze wait while Setup install: ZTE Wireless Teminal on your computer,

Finishing inztallation. .

Driver installation x|
- @ Device installed successfully, you can use it now, -

Cance] |

9. Click “Finish” to close the last screen of the wizard. Now you can start the application for Data

Terminal.

]i',E! Setup - ZTE Wireless Terminal P ] 3|

Completing the ZTE Wireless
Terminal Setup Wizard

Setup haz finished instaling ZTE “wirelezz Teminal on pour
computer. The application may be launched by selecting the
inztalled icons.

Click Finizh to exit Setup.

ZTE Corporation 8 http: //www. zte. com. cn
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4.1.2 Uninstall

1. Select Start -> Programs -> ZTE Wireless Terminal -> Uninstall ZTE Wireless Terminal. Click

“Uninstall ZTE Wireless Terminal”, and you will be asked if you want to remove the program.
Click “Yes”;

ZTE Wireless Terminal Uninstall x|

® Are you sure vou want ko completely remove ZTE Wireless Terminal and all of its components?

2. Please wait;

ZTE Wireless Terminal Uninstall

Uninstall Status
Pleasze wait while ZTE Wireless Terminal iz removed from your computer.

Uninztaling ZTE ‘wirelezs Terminal...

Uniriztalling modem ..

Cance| |

3. Click “OK” when un-installation is completed;

ZTE Wireless Terminal Uninstall x|

@ ZTE Wireless Terminal was successfully removed From your compuket.

ZTE Corporation 9 http: //www. zte. com. cn



ZTE¢3¥ CDMA2000 1X EV-DO Wireless Data Terminal User Guide

4.2 Windows XP

4.2.1 Install
Note: Do not insert the Data Terminal before installation.

1. Find “setup.exe” firstly in the Data Terminal CD-ROM, double-click it to display the
Welcome picture, and then click “Next”;

e Setup - ZTE Wireless Terminal g|§|g|

Welcome to the ZTE Wireless
Terminal Setup Wizard
Thiz will install ZTE Wirelezs Terminal on pour computer.

It iz recommended that you close all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

| et > |[ Cancel ]

2. Select the location where you want the program to be installed, and then click “Next”;

e Setup - ZTE Wireless Terminal

Select Destination Location "
Where should ZTE “wireless Terminal be installed?
'J Setup will install ZTE Wirelzzs Terminal into the follawing falder.

To continue, click Nest. If pou would like to zelect a different folder, click Browse.

Browse...

At least 52.0 MB of free digk space iz required.

< Back ” Next » l[ Cancel

ZTE Corporation 10 http: //www. zte. com. cn
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3. Select Start Menu folder, and then click “Next”;

5 Setup - ZTE Wireless Terminal

Select Start Menu Folder
“Where should Setup place the program's shortouts?

Setup will create the program's shortcuts in the following Start Menu folder.

To continue, click Mest. If pou would like to zelect a different folder, click Browse.

| ’ Browse...

’ < Back ” Mest > l[ Cancel

4. When you see the window below, please click “Install”;

ZTE Corporation

=) Setup - ZTE Wireless Terminal

Ready to Install
Setup iz now ready to begin instaling ZTE Wireless Terminal on wour computer.

Click. Inztall to continue with the installation, or click Back if you want to review or
change any sethings.

Destination location:
H:“Program Files'ZTE ‘wireless Terminal

Start Menu folder:
ZTE Wirelezs Teminal

< Back “ Inztall |[ Cancel

11
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5. Please wait for installation;

o Setup - ZTE Wireless Terminal

Installing
Please wait whilz Setup installs ZTE Wireless Terminal on yaur cormputer.

Ewxtracting files...
H:%Program Files\ZTE Wirgless Terminal\Help\MCE58\Help-English.chm

Cancel

6. Please insert the Data Terminal into USB interface if the system prompts you to insert the
hardware (If it has been inserted, please unplug it and insert again.)

5 Setup - ITE Wireless Terminal

Installing ” ‘
Please wait while Setup installs ZTE Wirelezs Terminal on your computer. /

Finizhing installation. ..

T O T T T OO

Please insert pour device to complete the installation.

Cancel

ZTE Corporation 12 http: //www. zte. com. cn
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minute.

7. The system shall find the new hardware and install the driver automatically. Just wait a

5

=

Iz

Installing

Setup - ZTE Wireless Terminal

Pleaze wait while Setup installs ZTE Wirelezz Terminal on your computer.

Finizhing inztallation...

T T O T T T T T T T T T LTI

Installing modem ...

Cancel

5 Setup - ITE Wireless Terminal

Installing

Pleaze wait while Setup installs ZTE Wireless Terminal on your computer.

Finighing inztallation. ..

T T T O T T T T

Installing zerial port ...

Cancel

13
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8. The driver is installed successfully. Pleas click “OK”;

Installing
Pleaze wait while Setup install: ZTE ‘wireless Terminal on your computer.

Finighing installation...

[IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIJ

Driver, installation

.
\5) Installation complete, Please insert vour device before use it.

9. Click “Finish” to close the last screen of the wizard. Now you can start the application for
data terminal.

15 Setup - ZTE Wireless Terminal E”E||z|

Completing the ZTE Wireless
Terminal Setup Wizard

Setup has finished instaling ZTE Wirelegs Terminal on pour
computer. The application may be launched by selecting the
installed icons.

Click Finish ta exit Setup.

4.2.2 Uninstall

1. Select Start = Programs —» ZTE Wireless Terminal = Uninstall ZTE Wireless Terminal. Click
“Uninstall ZTE Wireless Terminal”, and you will be asked if you want to remove the program.
Click “Yes”.

ZTE Wireless Terminal Lininstall

\_:;‘:/ Are you sure you want ko completely remove ZTE Wireless Terminal and all of its cormponents?

Yes ] [ Ho |

ZTE Corporation 14 http: //www. zte. com. cn
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2. Please wait.

Uninstall Status
Pleaze wait while ZTE *wireless Teminal iz removed from your computer.

Uninztaling ZTE “ireless Terminal...

Uninztaling modem ...

3. Click “OK” when un-installation is completed.

LTE Wireless Terminal Uninstall

\lr) ZTE ‘Wireless Terminal was successfully removed From your computer,

4.3 Windows Vista

4.3.1 Install
Note: Do not insert the Data Terminal before installation.

1. Find “Setup.exe” firstly in the Data Terminal CD-ROM, double-click it to display the Welcome

picture, and then click “Next”;

@ Setup - ZTE Wireless Terminal =HACTHL X

Welcome to the ZTE Wireless
Terminal Setup Wizard
Thiz will install ZTE Wireless Terminal on your computer.

It iz recommended that you close all other applications before
cortinuing.

Click Mext to continue, or Cancel to exit Setup.

Net> | [ Cancel |

ZTE Corporation 15 http: //www. zte. com. cn
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2. Select the location where you want the program to be installed, and then click “Next”;

ﬁ! Setup - ZTE Wireless Terminal @ﬂlﬁ

Select Destination Location
Where should ZTE Wirsless Temminal be installed?

J Setup will install ZTE Wireless Terminal into the following folder.

To continue, click Mext. i you would like to select a different folder, click Browse.

|Program Files (c86)\7TE Wireless Terminal Browse...

At least 52.0 MB of free disk space is required.

<Back |[ Ned> | [ Cancel

3. Select Start Menu folder, and then click “Next”;

ZTE Corporation

@ Setup - ZTE Wireless Terminal - ==

Select Start Menu Folder
Where should Setup place the program’s shortcuts?

J Setup will create the program’s shorteuts in the following Start Menu folder.

To continue, click Mext. i you would like to select a different folder, click Browse.

E Wireless Terminal Browse...

<Back |[ Net> | [ cancel

16
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4. When you see the window below, please click “Install”;

ﬁ! Setup - ZTE Wireless Terminal =

Ready to Install
Setup is now ready to begin installing ZTE Wireless Temminal on your computer.

Click Install to continue with the installation, or click Back if you want to review or
change any settings.

Destination location: -
I\Program Files («86)'\ZTE Wireless Terminal

Start Menu folder:
ZTE Wireless Teminal

<Back || nstal | [ Cancel

5. Please wait for installation;

ﬁEﬂ Setup - ZTE Wireless Terminal =

Installing
Please wait while Setup installs ZTE Wireless Teminal on your computer.

Extracting files. ..
I\Program Files («B6)'ZTE Wireless Terminal".Skin*SkinD"\VoiceCall_disabled bmp

ZTE Corporation 17 http: //www. zte. com. cn
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Please insert the Data Terminal into USB interface if the system prompts you to insert the

hardware (If it has been inserted, please unplug it and insert again.)

-
ﬁl Setup - ZTE Wireless Terminal

X

[=]E] == ]

Installing
Please wait while Setup installs ZTE Wireless Temminal on your computer.

Finishing installation. ..

Pleaze inzert pour device to complete the installation.

Cancel

7+ The system shall find the new hardware and install the driver automatically. Just wait a

minute.(Please ignore the prompt during the installation, such as “USB device not recognized” or

“Your hardware might not be able to work normally because there is an error during the hardware

installation.”)

ZTE Corporation

-
ﬁl Setup - ZTE Wireless Terminal

Installing
Please wait while Setup installs ZTE Wircless Temminal on your computer,

l=l=] = |

Finishing installation. ..

Installing modem ...

Cancel

http: //www. zte. com. cn
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ﬁ! Setup - ZTE Wireless Terminal | =

Installing
Please wait while Setup installs ZTE Wireless Terminal on your computer.

Finishing installation ...

Installing zenal port ..

e

8. The driver is installed successfully. Pleas click “OK”;

ﬁl Setup - ZTE Wireless Terminal | =

Installing
Please wait while Setup installs ZTE Wireless Teminal on your computer.

Finizhing installation. ..

‘ Driver installaticn — lﬁ

]
o
o
a

e

A

9. Click “Finish” to close the last screen of the wizard. Now you can start the application for data

terminal.

ZTE Corporation

ﬁ! Setup - ZTE Wireless Terminal

Completing the ZTE Wireless
Terminal Setup Wizard

Setup has finished installing ZTE Wireless Terminal on your
computer. The application may be launched by selecting the
installed icons.

Click Finish to exit Setup.

19
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4.3.2 Uninstall
1. Select Start -> All Programs -> ZTE Wireless Terminal -> Uninstall ZTE Wireless Terminal.
Click “Uninstall ZTE Wireless Terminal”, and you will be asked if you want to remove the

program. Click “Yes”;

ZTE Wireless Terminal Uninstall M

B Areyou sure you want to completely remove ZTE Wireless Terminal
and all of its compeonents?

Yes ] [ Mo ]
2. Please wait;
i ZTE Wireless Terminal Uninstall l"'i"J
Uninstall Status ]
Please wait while ZTE Wireless Terminal is removed from your computer. | i"g_"
Uninstalling ZTE Wircless Teminal...
 T—
Cancel
3. Click “OK” when un-installation is completed.
ZTE Wireless Terminal Uninstall ﬁ

| ZTE Wireless Terminal was successfully remaoved from your computer,

ZTE Corporation 20 http: //www. zte. com. cn
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4.4 Manually Install Through Other USB Port
If the data terminal doesn't work through other USB ports after the driver is installed successfully
through a USB port, you could manually install the driver in the following method. Please make

sure to quit other applications during the installation.
4.4.1 Windows 2000

Insert the data terminal to another port, and the system will find new hardware and automatically
install the driver. When the following prompt appears, click “Yes”.

L{shpoian mogRHcE HE HakgEds ,,’,SJ

LL e aa NonnHct KODRopalie MafkpocodT
FAPSHTHEYET, Y10 NPOFPat] HE GblAH M3MEHEHD ©
MGWBHW

YUCTaHABMEARMAR NPOTPEhrdS HE CORSRHUT UWHPPOEDR
nogniac MakikpocodT, [pasmeHocTE padaTe 3T0A
Mporparesd & Windows He MomeT Goms
rapSHTHPOBAHA.

ZTE USE Modem FFFF
Meosics, APOrpaMAHOND COECNEYSHI, HMEIOWETD
UMEROBUE NOAMeCE MafkpocodT, MOEET GbTh
ApoLEBEieH M Bad-yane Windows Update no agpecy
hittp:/ Awmdowsupdate meciosolt. com.

MpoaomauTs YoTAHOBEY T

Aa I Her | I“Immﬁ-ml

5. Run the Application

b

ZTE Wireless
After the application is installed successfully, the application icon = ™™ yill appear on your

desktop. Double-click this icon or select from Start -> Programs ->ZTE Wireless Terminal ->

ZTE Wireless Terminal. Run the application to display the following user interface.

|nternet not connected

14:24:38
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Press +  to display other icons. The icons on the interface are used to access the function,

which indicate as below:

g Connect/Disconnect &« Open URL e Voice Call
& Call History ' Short message B Phone book
a8 : & , 2

Connection Record Setting Help
Status Bar:

g3l | EV-DO indication Call indication

BIT | 1X/DO indication Missed call indication

[ 1X7] 1 X indication Unread message indication

HO&EE

Y. Signal strength indication. The more
bars there are, the stronger signals are.

Inbox full indication

T | CDMA network unavailable No R-UIM card inserted

indication

Connection indication R-UIM card inserted indication

=1

& ]
E Sleep indication Roaming indication

A Nofte:

Some features like Voice Call, Call History, Short Message, and Phone Book may

not be supported by your Data Terminal; the corresponding icons will not appear in

the main window.

ZTE Corporation 22 http: //www. zte. com. cn
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6. Connect/Disconnect

14:24:38

Connect

< Click icon to set the relevant parameters. For details, please refer to Chapter 12
“Setting” for details.

L
“a
Click &% icon at the left-up corner of the interface.

< After connecting to Internet, the current network information will appear on the
interface. Double-click any place in the display area to view the connection drawing.

Disconnect

=
S
<~ After connecting to Internet, click the rotating icon M at the left-up corner of the
interface.

ZTE Corporation 23 http://www. zte. com. cn
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7. Connection Records

Monthly | Statistic

Start at I Duration I Tranzmit(kBytez) I
07 oo:00:12

09:30:16, 29/11./2007 00:00:03 2180

09:29:51. 29/11./2007 0000149 4,601

09:28:59, 2911,/2007

14:36:00

Click icon to view connection records. Connection records save the previous relevant
information including Start at, Duration and Transmit bytes, which will help you know the status

casily.

By switching among “List”, “Monthly” and “Statistic”, you could inquire the records every time,

by month or by time.
Note:
The relevant information contained in connection records are just for user’s reference rather than

the charging basis.

Delete Connection Records

Click II button to delete the records you have selected on the interface.

Clear Connection Records

Click button to delete all the records.

ZTE Corporation 24 http: //www. zte. com. cn
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Note: If your data terminal doesn’t support Voice Call, Call History, Short Message, and Phone
Book features, please skip 8-11 sections.

8. Voice Call

Input phone number:

B
e
A
ta
]

|

18:12:11

Click to enter voice call interface.

Make a call

< Click the digits in the right side of the interface, or input the digits directly from
keyboard. Press C button or press “Backspace” to delete the previous input digit;

press o button or press “Esc” to clear all the inputs.

< Click ¢ button in the right side of the interface or press “Enter” to make a call.

Receive a call

<> When there is an incoming call, your computer will alert and the incoming caller ID will
appear on the interface.

< Click ¢ button in the right side of the interface or press “Enter” to receive the call.

"o

< Press button or press “Esc” to reject the call.

Redial the latest outgoing call

RE

< Click button in the right side of the interface.

ZTE Corporation 25 http://www. zte. com. cn
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Call Waiting

During a call, you could select to answer the second incoming call, and then you could switch

between the two incoming calls.

Please firstly apply for this service from your local telecom operator.

<> During a call, if there is a new incoming call, a pop-up window will prompt you that you

have the second incoming call.

< If you select to answer, please click “Accept waiting call” button. The previous call

won’t be ended, but temporarily paused.

Talking...

Skeven{07S586360326)
18:52:08
00:00:25

0 #

! Accept waiting call

18:52:42

& Talking...
Stenven(075586360326)
158:52:08
@ 000053
= 075586560521
w 18:52:35
o000z
18:53:07 o
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Three-way Call

This function allows for the call among three parties. Please firstly apply for this service from
your local telecom operator.

Note:

You need set “Show 3 way call button during calling”. Please perform the setting according to
chapter 12.

< You could click “Dial second call” button during a call, input the third-party number in
the pop-up window, and then press “OK” button to call the third party. In this case, the

original call won’t be ended, but temporarily paused.

Talking...

& e |
P =z e o
@ 00;00: 10 1!7 ?3 |9 =
- *|+ 0 | # |RE
L]
@

|
- Dial zecond call

P G rue

18:50:24

Talking. ..

Steven(GE360326)
1g:50:12
00:00:56

26360325 [ | :
18:51:07 *|+ ;

omo0:0s ; I D #
| Start conference

P FI tu=

18:51:10

< During three-way conference call, click “Hangup second call” button to end the

conference call, and return to the original call.
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Talking. ..

Steven(G6360326)
15:50:12
o0io1:17

78
86360325

18:51:07 I*|+! 0 #

Q00024 ;
i Hangup second call

P FI tu

18:51:30

9. Call History

" Mizzed

- Accepted | Called Statistic

I Mumber I Time I Druration
13570 ] 2 14:35:45, 30412 .. 00:00:11

13300000000 11:07:13, 294171

F_; 138007132000 11:07:00, 2311, 00:00:00
bl
-

i | |

123

¢ =

14:41:37

Click icon to view the call history. The outgoing/incoming calls are saved in call history,
including missed calls; incoming calls, outgoing calls, and talk duration. You could select the type

you want to view.
Missed/Accepted/Called Calls
< Click I: button to delete your selected record.

< Click “ button to delete all records in Missed/Incoming/Outgoing catalog.

o
<> Click II button to dial the number.
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< Click button to send a short message to this number.

< Click button to save this number to the phone book.

Statistic

<> Click button to clear the talk duration.

10. Short Message

Test 0/ 1 Pagefs]

Click icon to enter Short message interface.

Send a Message

< Input the text to send, or click & button to select the preset message to send.

< Input the recipient’s number or click b button to select the recipient from phone
book.

< Add more recipients if you like.

< Click button to send a message.

< Click button to save the text into outbox.
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In-box

Send

I Card Sender | Time

Sender1331 5859906 &= 7022112 09:24:29.17/0
Timne: 15:17:07, 1340442007 &= 7022112 091954, 17/0

IN6E6... 151707, 13/0
oS 1331686.. 15:17:03.13/0
o= 7022112 133832, 1140

ﬁ FRER1AM N inu:li.-ITimn_Ij
4 3

¢ lcp|ala=] B o x|n|

[nternet not connected

wire pou by’

(e b E e

03:26: 42

The received messages will be saved in the Data Terminal In-box. After the Data Terminal In-box
is full, the system will automatically move the messages in the Data Terminal In-box to the PC
In-box, and clean out the Data Terminal In-box.

You could copy the messages from the Data Terminal In-box to PC In-box by selecting Copy or
Copy All; you could also copy the messages from PC In-box to the Data Terminal In-box by
selecting Copy.

The sent messages and unsent but saved messages will be all saved in the Out-box.

Take Data Terminal In-box as an example:

Reply

< Click = to reply to the sender.

Forward

< Click = to forward this message to other recipients.

Dial Sender’s Number

< Click @ to dial the sender’s phone number.

Save Sender’s Number

< Click to save the sender’s number into phone book.

Delete
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< Click to delete your selected records.

Clear

<> Click to delete all the records in the inbox.

Copy

I
< Click | B | to copy your selected record into PC.

Copy All

& Click | B | o copy all the records from the data terminal to PC.

11. Phone Book

ITE

-
_

| Mobile
01 2345678995765,
01 2345678995765,
123001 21012

11:01:33

Click to view the Phone book. You could select to save the contacts either in the
PC(computer). Normal (data terminal ). R-UIM Card (If your data terminal needs R-UIM card)
or in the Emergent. Click the pull-down menu to select the storage location.

Add

< Click E then input the contents and select “OK” to add a new contact.

Modify
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< Click then modify the contents and select “OK” to modify the contact

information.

Dial from the phone book

< Click & to dial your selected phone number.

Send messages from the phone book

< Click to compose the text. You could send the message to multiple

recipients.

Search for contacts

< Click {@ to search for the contacts by name or number.

Delete

< Click I: to delete your selected contact.

Delete All

< Click I: to delete all the contacts.

Copy

S
il
< Click to copy your selected contacts to other storage location.

Copy All

< Click to copy all contacts to other storage location.

ZTE Corporation 32 http: //www. zte. com. cn



ZTE¢3¥ CDMA2000 1X EV-DO Wireless Data Terminal User Guide

12. Setting

Service

[T UseDNS

LS [

 Altemate DNS |

™ Use static IP address

—

[T Connect when startup

[v Ao re-connect
| concel |8
4

Click ~ to enter the setting interface.
Network Connection Setting
< Set up the relevant parameters, work mode on the “Network” interface.
< After the setting, click “Apply” button to save the settings on the current interface.

< Click “Default” button and then “Apply” button to restore the settings on the current
interface to factory default.

Note:

The default network setup parameters are as below. Different regions may have different network
setup parameters, so please consult your local telecom operator.

Phone: #777
User: card

Password: card
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Optians Ring

Serice

hittp Awwvew people. riet ua

Skin K

Language | English

™ Motification when SMS sent

Other Setting:

=i
3.

W Shove 3 way call bulton during caling

. Defak || oy |

< Click “Options” to switch the interface, and you could set URL and select the skin,

language, etc. If you want to use conference call, please select “Show 3 way call button

during calling”;

< After the setting, click “Apply” button to save the settings on the current interface.

< Click “Change Password” button to set lock device. The password is required when you

start the application. The setting has nothing to do with "Default" button.

< If your data terminal needs R-UIM card, please click the button “Enable Pin”. PIN code
is needed when the application is started. The setting has nothing to do with "Default"

button.

< Click “Default” button and then “Apply” button to restore the settings on the current

interface to factory default.
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DOiplians Ring

Network.
Double click to change selected item

Ringtype | Ringllile

Call comming  C:\Program Fles\ZTE Wireless TemnnalMusicaing way

'n Mew message  C\Prooiam Fles’ZTE Wieless TemmalMusichams w...
i Call cornected  C:\Program Fles\ZTE Wiaeles: TemnalMuzsich\call-co...
i
-

Call dizcorne..  C:A\Progam Fles\ZTE Wiaeless TemmalMusc\call-di..
C:\Program Fles\"TE Waeless TemmnalMuschcallw/ .

16:20:38

Select ring tone

< After clicking “Ring”, you could set different ring tones for Call coming, New message,
Call connected, Call disconnected and Waiting call.

< After the setting, click “Apply” button to save the settings on the current interface.

< Click “Default” button and then “Apply” button to restore the settings on the current

interface to factory default.

& Metwork | Options
. Double click to change selected item
bl Service | Service rumber | Forwarding A
n Activate busy fowanding a0 [
Activate no answer fomwanding s v
Activate uncondtional fomvwanding "7
i Aakhivpha mall weideee Lr i1 b}
4
si=
16130 -

Supplementary Services

< After clicking “Service”, you could set “Unconditional forwarding”, “Busy Forwarding”,

“No answer forwarding”, “Call waiting”, etc. Double-click the selected option to modify

the service number and forwarding number.
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< After the setting, click button to send the corresponding request to the

network system.
< After the setting, click “Apply” button to save the settings on the current interface.

< Click “Default” button and then “Apply” button to restore the settings on the current
interface to factory default.

13. Help

Click button to view the help file.

< Click “Help” button to view the relevant help file; click “Online service” to enter our

company’s website.

<> You could view the software version information under “About”.

14. Connect to the Website

-

Click
please refer to Chapter 12 “Setting”.

button to directly connect the website you set. For details on the website setting,

15. Trouble-shooting

After the installation, go to device manager and find “ZTE USB Modem FFFF”’ under “Modem”
and “ZTE Service Port FFFF”, “ZTE Voice Port FFFF” under “Port”. If they are not found, please

remove the software and reinstall.

Z Computer Management

g File  Action View Window Help 1= = J
= = & ®
= Computer Management (Local) i s DVDJCD-ROM drives ~
= ﬁ% Syskem Tools [+ (= Floppy disk controllers
P [ﬂ Event Yiewer [ _ﬁ Floppy disk drives
4L 7] Shared Folders 4 =% IDE ATAJATAPT controllers
;s-% Local Users and Groups 4 Kevboards
+ -84 Performance Logs and Alerts 55 ") Mice and other painting devices
: E, Device Manager = L, Modems
- g sorage b GTE U8 T PFFE)
W Removable Storage [+ a Monitors
i Disk. Defragmenter = B8 MNetworl adapters
: Disk Management B8 Fealtek RTLE139 Family PCI Fast Ethernet MNIC
[+ @ Services and Applications =l "-a. Cther devices
: J‘CE:' Multimedia Audio Controller
+ E PCMCIA adapters
= ¥ Ports (COM & LPT)
: “y‘ Communications Port {COM1)
r‘_}y" Carmmunications Port {COMZ)
5 ECP Prinker Port (LPT1)
o [ZTE Service Port FFFF (COMH)]
S\ ZTE Voice Port FFFF (COM1E)
< 3 * ¥ Processors "
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Common Failures Table:

Failures

Causes

Solutions

Error occurs when running

setup.exe file.

The setup file may be damaged.

Please download the program on
our website WWW.ZTEMT.COM
and reinstall it.

Directly run the software before the Data
Terminal is plugged in.

Close the software, plug in the

Data Terminal and run it again.

Open port failed.

The port is occupied by other applications,
such as “Hyper terminal”, or the software is

Close relevant software and run
the software again.

No R-UIM card.

already run.
R-UIM card is not inserted. Insert R-UIM card.
R-UIM card isn’ t inserted properly.

Sometimes the front side and back side are
confused.

Please refer to section 3.2.

Properly insert R-UIM card.

R-UIM card is damaged. Validate by using
a CDMA terminal.

Replace R-UIM card.

Antenna is not connected to the Access
Box.

Insert the antenna into the Data

Terminal.

No signal indicated.

Out of the network service area.

Make sure it is in the CDMA
network service area.

The antenna or RF component is damaged.

Replace relevant damaged parts.

Wrong setting of parameters (Phone, User,
Password)

Correct the parameter settings.
Consult your service provider for
details.

Dialing failed

Not enough money in R-UIM card.

Consult your service provider for
details.

Network congestion or failure. Try again later.
The Data Terminal is being connected. (It
usually occurs when the Internet connection | Reconnect.

is immediately made after the call is dialed)

Internet connection failure.

Poor network signal.

View signal strength indication
and check
properly inserted.

if the antenna is

The driver might be unable
to work and the application
is unable to run normally if
the terminal is pulled out
and plugged in again when
the application is being used
under Win2000 operating
system (SP4).In this case,
the

manager will be marked

device in device

with  yellow exclamation
mark, and the system must
be restarted to run normally.

The operating system needs installing
Update Roll 1 patch for Win2K SP4.

Please download the patch from
the following web site and install
it.

http://www.microsoft.com/do
wnloads/details.aspx?familyi
d=B54730CF-8850-4531-B5
2B-BF28B324C662&display

lang=en
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